SURFACE

EXISTING ROAD —\

1’—6” 6”
SAWCUT ROAD
18" FROM CURB

EXPANSION JOINT
IF SIDEWALK IS
ADJACENT

2" TOP SOIL & SEED 6" IN DEPTH
INCLUDED. UNLESS SIDEWALK,
DRIVEWAY APRON OR ADA

RAMP NEEDED
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NOTE.:

SELECT GRANULAR FILL

N.Y.S. D.O.T. ITEM 304.03
INCLUDED IN ITEM PRICE.

1. CONCRETE SHALL BE MINIMUM 4,000 PSI

FORMED CURB DETAIL

SCALE: 1"—1"-0Q"
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GARY E. BECK, JR.
BUILDING INSPECTOR

ENGINEERING DEPARTMENT

62 CIVIC CENTER PLAZA
POUGHKEEPSIE, NY 12601

6” FORMED
CURB
DETAIL

DATE:
9/15/2014




USED WHER COMPACTION

CONCRETE TO SUPPORT
ALL JOINTS. AND WILL BE MORTAR & STRIKE
EQUIP. CANNOT ACCESS

TRENCH.
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COMPACTED BASE

1'—6" VARIES

SAWCUT ROAD
18" FROM CURB

EXISTING ROAD
SURFACE _\

T (

2” TOP COURSE
ASPHALT
BINDER COURSE

2X BASE COURSE

SELECT GRANULAR FILL
N.Y.S. D.O.T. ITEM 304.03
INCLUDED IN ITEM PRICE.

IF FLEXIBLE BASE. FILL AREA TO 3” BELOW Ll 4
8" 4,000 PSI  FINISH GRADE WITH CONC. ¥
CONCRETE IF RIGID WHERE COMPACTION EQUIP. \
BASE. CANNOT ACCESS TRENCH ONCE BLOCKING FOR SUPPORT
CURB IS PLACED. VARIES AS REQUIRED.
NOTE:
ASPHALT RESTORATION TO BE INCLUDED IN UNIT PRICE FOR RESETTING
CURB.

RESET BLUESTONE/ GRANITE CURB DETAIL

SCALE: NTS
BUILDING INSPECTOR IBL UESTONE :
ENGINEERING DEPARTMENT CURB 9/15/2014
62 CIVIC CENTER PLAZA
POUGHKEEPSIE, NY 12601 DETAILS




EXISTING
SIDEWALK

EXISTING
SIDEWALK

VARIES

2" OF TOP SOIL AND SEED ON

MATCH EXISTING

PLAN

BOTH SIDES OF SIDEWALK

\ CURB

5” THICK SIDEWALK WITH 1 LAYER OF 6"x6” W
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4” SELECT GRANULAR FILL N.Y.S. D.O.T. ITEM 4 SF
TYPE2 SUB—BASE TO BE INCLUDED IN ITEM PRICE.
COMPACT TO 95% MODIFIED PROCTOR.
SECTION
NOTES:
1. ALL CONCRETE SHALL BE MINIMUM 4,000 PSI.
2. UPON COMPLETION OF CURING ALL CONCRETE SURFACES SHALL
BE COATED WITH SODIUM CHLORIDE INHIBITING SEALER AS REQ'D.
SIDEWALK DETAIL REPLACE & NEW
SCALE: 1"—-2'-0"
GARY E. BECK, JR.
BUILDING INSPECTOR SIDEWALK DATE:
ENGINEERING DEPARTMENT PETAIL 19 /15 /2014
62 CIVIC CENTER PLAZA
POUGHKEEPSIE, NY 12601




BRICK PAVERS BLUESTONE
ON ON
RIGID BASE RIGID BASE
— —

FURNISH AND INSTALL BRICK PAVERS
ON RIGID BASE

RESET BRICK PAVERS ON RIGID BASE

EXISTING CURB
BRICK PAVERS

FURNISH AND INSTALL SLATE OR
BLUESTONE SIDEWALKS ON RIGID
BASE

RESET SLATE OR BLUESTONE
SIDEWALKS ON RIGID BASE

SLATE BLUESTONE
/2” MINIMUM
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/\\\ MORTAR LEVELING
BED 2" MAX
EXISTING STREET —— 4” CONC. BASE w/ 6x6 WWM
L 6” SELECT GRANULAR FILL
COMPACTED
GARY E. BECK, JR. BLUESTONE .
BUILDING INSPECTOR & PAVERS DATE:
ENGINEERING DEPARTMENT SIDEWALK —
62 CIVIC CENTER PLAZA RIGID BASE 9/15/2014
POUGHKEEPSIE, NY 12601




BRICK PAVERS BLUESTONE

ON ON
FLEXIBLE BASE FLEXIBLE BASE
—l] —
FURNISH AND INSTALL SLATE OR
FURNISH AND INSTALL BRICK PAVERS
ON FLEXIBLE BASE BLUESTONE SIDEWALKS ON

FLEXIBLE BASE

RESET BRICK PAVERS ON FLEXIBLE BASE RESET SLATE OR BLUESTONE

SIDEWALKS ON FLEXIBLE BASE

BRICK PAVERS SLATE BLUESTONE
\ /2” MINIMUM

EXISTING CURB
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L 6" SELECT GRANULAR FILL
COMPACTED
ﬁ{é{f?oﬁf&‘j& GARY E. BECK, JR. BLUESTONE DATE:
i\o;@ N L I —
\‘%‘;\“E'gﬁ‘s 62 CIVIC CENTER PLAZA FLEXIBLE BASE 9/15/2014
<2 igga POUGHKEEPSIE, NY 12601
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