WOVEN WIRE FENCE
(MIN. 14 1/72 GAUGE
W/ MAX. 6” MESH
SPACING)

//\ 36” MIN. LENGTH FENCE

107 MAX, C. T C,

POSTS DRIVEN MIN, 16”

INTO GROUND.

— : = HEIGHT OF FILTER

4,
S}

—+ 1= = 16" MIN.
3 T " _{)_§J 87 MIN.

PERSPECTIVE VIEW

l¢
W

36” MIN, FENCE POST —
WOVEN WIRE FENCE (MIN., 14
1/2 GAUGE W/ MAX., 6" MESH \
SPACING> WITH FILTER CLOTH
FLOW
\

c0"MIN.

—— UNDISTURBED GROUND
_ﬁ\
16"MIN.,

COMPACTED SOIL —

EMBED FILTER CLOTH
A MIN. OF 6” IN GROUND.

4// |-

——

SECTION VIEW

CONSTRUCTION SPECIF ICATIUNS

WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES
OR STAPLES. POSTS SHALL BE STEEL EITHER “T” OR “U” TYPE OR HARDWOOD.

FILTER CLOTH TO BE TO BE FASTENED SECURELY TO WOVEN WIRE
FENCE WITH TIES SPACED EVERY 24” AT TOP AND MID SECTION.
FENCE SHALL BE WOVEN WIRE, 12 1/2 GAUGE, 6” MAXIMUM MESH OPENING.

WHEN TwO SECTIONS 0OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE OVER-
LAPPED BY SIX INCHES AND FOLDED., FILTER CLOTH SHALL BE EITHER FILTER X,
MIRAFI 100X, STABILINKA T140N, OR APPROVED EQUIVALENT.

PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT.

MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN
“BULGES” DEVELOP IN THE SILT FENCE.
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CONSTRUCTION SPECIFICATIONS

1. Stone Size — Use 1—4 inch stone, or reclaimed or recycled concrete equivilent.

2. Length — As required, but not less than 50 feet (except on a single residence
lot where a 30 foot minimum length would apply).

3. Thickness — Not less than six (6) inches.

4. Width — Twelve (12) foot minimum, but not less than the full width at points where
ingress or egress occurs.

5. Filter Cloth — Will be placed over the entire area prior to placing of stone. Filter
will not be required on a single family residence lot.

6. Surface Water — All surface water flowing or diverted toward construction entrances
shall be piped across the entrance. If piping is impractical, a mountable berm
with 5:1 slopes will be permitted.

7. Maintenance — The entrance shall be maintained in a condition which will prevent
tracking or flowing of sediment onto public rights—of—way. This may require
periodic top dressing with additional stone as conditions demand and repair and/or
cleanout of any measures used to trap sediment. All sediment spilled, dropped,
washed or tracked onto public rights—of—way must be removed immediately.

8. Washing — Wheels shall be cleaned to remove sediment prior to entrance onto
public rights—of—way. When washing is required, it shall be done on an area
stabilized with stone and which drains into an approved sediment trapping device.

9. Periodic inspection and needed maintenance shall be provided after each rain.

STABILIZED CONSTRUCTION ENTRANCE
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